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B Application of each blade

(% Some blade may not be contained according to the item number. )

0 } ) For general & wood (Big teeth)
- wood, plastic, rubber, bamboo, rope, soft metal, acryl,

[ 18 teeth/inch ] hard metal, bolt, stainless steel, etc

(2] g JE— E| o ¢ Forwood,& PVC (Flat saw blade)

For Tile, Ceramic, Stone, etc.
(Diamond blade = Special blade)

Sharpening for knife, scissors, glass etc.
(Diamond sharpening blade)

‘ B Description of each blade

Pin Hole

3 - direcitons groove Stainless steel frame
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Handgrip

Rear axis

Tungsten Roller —35

1. A blade should be assembled as above direction for pulling-way cutting,
and vice versa for pushing-way cutting.
( % Caution : If th blade is assembled in a different direction from the user's intention,
it may not work effectively.)

2. Tighten the nut as much as possible to make the blade in firm condition.
Place the roller onto the non-metal floor
and tighten the nut with pressing the handgrip.
( % Caution : Loosen the nut after the nut after using
the magic-saw to protect the blade.)

3. Gripping magic-saw handle.
See the photo on the right.

0 Loosen the nut and remove the coping saw blade.

) e

Remove the stainless steel frame from the handgrip.

Insert the blade into the handgrip with pressing
the spring pin of the flat saw.

Removal : Pull the flat saw out of the handgrip
with pusing the spring pin.
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B Application of Big Flat-saw blade

0 Cutting downwards.

uuna.cru w
WMMWM

9 Cutting upwards
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e Cutting side directions.
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% Surely Sprinkle with water when you cut the glass.

0 Loosen the nut and remove the coping saw blade.

e Hook up a Diamond Blade onto the front,
and tighten the nut.




